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Fixers, crystals, Honeycomb beads, and seed beads come together to make a sparkly necklace!!  
 

Skill Level: Intermediate and up 
Techniques to know: familiar with right angle weave, ending/adding thread, familiar with two-holed 
beads 
Finished size: approximately 18¼ inches (46.355cm) without clasp. The focal is a little over 3 
inches(7.62cm) long and 1½ inches (3.81cm) wide. 
 

MATERIALS 
18 Fixers Horizontal Holes 
25 Honeycomb beads 
27mm Swarovski Dentelle #1201 
18mm Swarovski Rivoli #1122 

3g size 8 seed beads 

5g size 11 seed beads 

1.5g size 15 seed beads 

2 size 4 or 5mm open jump rings 
Extender chain and clasp 
Size 11 or 12 beading needles  
6lb Fireline to match/blend in 
Scissors or thread zapper 
Pliers to work jump rings

http://www.njdesigns1.com/
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TIP: Check all holes of any multi-holed beads to make sure they are clear before use. Just peek at them 
as you work. It’s worth the extra time! 

 

RIVOLI BEZEL 18MM 

1. On 2 yards (1.82m) of thread leaving a 6-inch tail, pick up a Fixer and one 8 six times. (NOTE: Fixers 
are shown groove side up in diagram.) Go through all beads a second time to form a loop (diagram 1 
solid line). Tie your tail thread and working thread together using a square knot (not shown in diagram). 
Continue through next Fixer and turn thread direction around by going through second hole in same 
Fixer your thread is exiting (diagram 1 dashed line). Weave in tail thread to secure, and trim. 
 

2. Pick up an 8 and go through second hole of the next Fixer. Repeat until you have added six 8s. Place 
the Rivoli face up inside beadwork and retrace the thread path to tighten and strengthen. Continue 

through the first 8 added (diagram 2). 
 

3. Pick up four 15s and go through the 8 your thread is exiting. Push this picot toward the center of the 

crystal. Pick up three 11s and go through the 8 your thread is exiting plus the next Fixer and 8 on the 
beadwork. Push this picot away from crystal. Repeat all five more times and continue through first two 

15s added in this step (diagram 3). 
 

4. Pick up an 11 and go through the next two 15s. Pick up one 15, one 11, and one 15, and go 

through the next two 15s on the next picot. Repeat five more times (diagram 4 solid line). Continue 

through one 11, two 15s, one 8, and a Fixer. Skip the next 8 and go through three 11s and the next 
Fixer. Repeat five more times (diagram 4 dashed line). 
 
5. Turn thread direction around and move to the bottom of the beadwork by going through the next 

hole of the Fixer your thread is exiting (like you did in Step 1). Continue through the next 8 on the 
bottom of the bezel. 

6. *Pick up one 15, two 11s, one 8, two 11s, one 15, and go through the next 8. Repeat five more 

times (diagram 5 solid line). Retrace the thread path a second time to strengthen, then continue through 

the next 15, two 11s, and one 8 (diagram 5 dashed line). Leave thread attached and set beadwork 
aside for later use. NOTE: Diagram shows bottom of beadwork. 
 
DENTELLE BEZEL 
7. This bezel is made using the same process as Rivoli bezel. The only changes are how many Fixer beads 

and 8are used in going around Dentelle which will cause you to have to repeat more than five times like 

you did in the Rivoli bezel. You will repeat eight times instead. 

Repeat Steps 1 through 6* using a combination of Fixer and 8 nine times to make the bezel. 

When you finish Step 6*, retrace thread path a couple of times around to strengthen then secure and 
end thread. Set beadwork aside for later use. 
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NECK CHAIN 

8. On a new four and half yard piece of Fireline pick up one 8, two 11s, one Honeycomb, two 11s, and 

go through the 8 just picked up, to form a loop. Continue through two 11Ds and the Honeycomb.  Leave 
about a ten-inch tail to use later (diagram 6 solid line). 

*Pick up one 11, one 8/0, and one 11, and go through the next hole on the Honeycomb. Pick up two 

11s, one 8, two 11s, and go through same hole of the Honeycomb to form a loop (diagram 6 dashed 
line). 

*Pick up one 11, one 8ᵒ, and one 11, and go through next hole on the Honeycomb. Continue through 

next two 11and one 8ᵒ (diagram 6 dotted line). 

9. Go through the next three 11s, pick up three 15s, and go through the three 11s your thread is 

exiting plus the next 8. Repeat three more times (diagram 7). 
 

10. Go through three 11and change thread direction by going back through three 15s. 
 

Pick up one 11 and go through next three 11s. Repeat three more times (diagram 8 solid line). Change 

thread direction by going through three 11s and continuing through next 8, three 11s, and an 8 
(diagram 8 dashed line). 

11. Pick up one 11, one 8, one 11, and go through the 8 your thread is exiting to form a RAW unit. 

Retrace the thread path to strengthen (not shown in diagram). Continue through the next 11 and 8. 
Repeat all one more time to add a second RAW unit (diagram 9). 
 

12. Go through one 11, pick up one 8, go through one 11, one 8, and one 11, pick up one 8, and go 

through one 11 and one 8 (diagram 10). 
 

13. Now you will make another Honeycomb component like you did in Step 8. Pick up two 11s, a 

Honeycomb, two 11s, and go through the 8 your thread is exiting. Continue through two 11s and the 
Honeycomb.  Continue to repeat * part of Step 6 (diagram 11). 
 
14. Repeat Steps 7 through 14 ten times for a necklace measuring approximately 18¼ inches (46.355cm) 
in length without clasp. Each repeat adds approximately 5/8 inches (1.588cm) to the length of necklace. 
 
ATTACHING CHAIN TO DENTELLE COMPONENT  

15. Repeat Step 11 to add two RAW units. On the second unit do not add an 8, instead use one of the 

8s on the dentelle bezel indicated by arrows (diagram 12). Repeat Step 12, then secure and end thread. 
 
CLASP LOOP 

16. Needle the tail thread through the neck chain. Pick up seven 15and go through the 8 your thread is 
exiting. Retrace two more times to secure, and end thread. 
 
17. Repeat Steps 8 through 16 to make and attach the second neck chain. 
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PUTTING IT ALL TOGETHER 
18. Drop Component 
On a yard of thread make a Honeycomb component using Steps 8 through 10. Leave a tail thread of 
approximately six inches to weave in and secure as soon as possible. 

19. With thread exiting an 8, pick up six 15s, and go through the 8 your thread is exiting. Continue 

through three 11s, one 8, three 11s, and one 8 (diagram 13). 
 

20. Attach the component to the Rivoli bezel. Pick up one 11, go through the 8 that is directly across 

the bezel from the 8 where the old working thread is exiting. Pick up one 11 and go through the 8on 
the drop component. Retrace the thread path a couple of times to strengthen. Continue through the 

next three 11s, one 8, three 11s and three 15ᵒs. Pick up one 11, and go through next three 15s, 

three 11s, and the 8ᵒ. Secure and end thread (diagram 14). 
 
21. Needle thread on Rivoli bezel (this should be directly opposite where you just added the drop 
component). Match the top of the component to the bottom of the Dentelle component. There should 

be two 8s, one on each component, that line up. You will RAW these together. Pick up one 11, go 

through an 8 on the Dentelle component. Pick up one 11, and go through the 8 your thread was 
exiting on the Rivoli component. Retrace thread path to strengthen. Secure and end thread. 
 
22. Attach clasp and extender chain to loops on neck chain using jump rings. 
 

Enjoy your new necklace!! 

  

Norma Jean Dell started bead weaving in 2008 and quickly progressed to creating her own bead woven 
designs and formed njdesigns in 2009. Over the past ten years, she has taught numerous classes based on 
her designs in Georgia and Tennessee. She has been published in three leading bead magazines and her 
designs have been featured in several books. Today Norma Jean has created more than one hundred-fifty 
tutorials that have been sold all over the world. These designs can be found at www.njdesigns1.com   
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BONNIE LASS NECKLACE - ILLUSTRATIONS BY NORMA JEAN DELL 
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